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(e) You must do everything we require in 
the audit without delay. 

§ 1068.405 What is in a test order? 

(a) In the test order, we will specify 
the following things: 

(1) The engine family and configura-
tion (if any) we have identified for test-
ing. 

(2) The engine assembly plant, stor-
age facility, or (if you import the en-
gines) port facility from which you 
must select engines. 

(3) The procedure for selecting en-
gines for testing, including a selection 
rate. 

(4) The test procedures, duty cycles, 
and test points, as appropriate, for 
testing the engines to show that they 
meet emission standards. 

(b) We may state that we will select 
the test engines. 

(c) We may identify alternate engine 
families or configurations for testing 
in case we determine the intended en-
gines are not available for testing or if 
you do not produce enough engines to 
meet the minimum rate for selecting 
test engines. 

(d) We may include other directions 
or information in the test order. 

(e) We may ask you to show us that 
you meet any additional requirements 
that apply to your engines (closed 
crankcases, for example). 

(f) In anticipation of a potential 
audit, you may give us a list of your 
preferred engine families and the cor-
responding assembly plants, storage fa-
cilities, or (if you import the engines) 
port facilities from which we should se-
lect engines for testing. The informa-
tion would apply only for a single 
model year, so it would be best to in-
clude this information in your applica-
tion for certification. If you give us 
this list before we issue a test order, we 
will consider your recommendations, 
but we may select engines differently. 

(g) If you also do routine production- 
line testing with the selected engine 
family in the same time period, the 
test order will tell you what changes 
you might need to make in your pro-
duction-line testing schedule. 

§ 1068.410 How must I select and pre-
pare my engines? 

(a) Selecting engines. Select engines as 
described in the test order. If you are 
unable to select test engines this way, 
you may ask us to approve an alter-
nate plan, as long as you make the re-
quest before you start selecting en-
gines. 

(b) Assembling engines. Produce and 
assemble test engines using your nor-
mal production and assembly process 
for that engine family. 

(1) Notify us directly if you make any 
change in your production, assembly, 
or quality control processes that might 
affect emissions between the time you 
receive the test order and the time you 
finish selecting test engines. 

(2) If you do not fully assemble en-
gines at the specified location, we will 
describe in the test order how to select 
components to finish assembling the 
engines. Assemble these components 
onto the test engines using your docu-
mented assembly and quality control 
procedures. 

(c) Modifying engines. Once an engine 
is selected for testing, you may adjust, 
repair, prepare, or modify it or check 
its emissions only if one of the fol-
lowing is true: 

(1) You document the need for doing 
so in your procedures for assembling 
and inspecting all your production en-
gines and make the action routine for 
all the engines in the engine family. 

(2) This subpart otherwise allows 
your action. 

(3) We approve your action in ad-
vance. 

(d) Engine malfunction. If an engine 
malfunction prevents further emission 
testing, ask us to approve your deci-
sion to either repair the engine or de-
lete it from the test sequence. 

(e) Setting adjustable parameters. Be-
fore any test, we may adjust or require 
you to adjust any adjustable parameter 
to any setting within its physically ad-
justable range. 

(1) We may adjust idle speed outside 
the physically adjustable range as 
needed until the engine has stabilized 
emission levels (see paragraph (e) of 
this section). We may ask you for in-
formation needed to establish an alter-
nate minimum idle speed. 

VerDate May<21>2004 09:11 Jul 29, 2004 Jkt 203169 PO 00000 Frm 00716 Fmt 8010 Sfmt 8010 Y:\SGML\203169T.XXX 203169T



717 

Environmental Protection Agency § 1068.415 

(2) We may make or specify adjust-
ments within the physically adjustable 
range by considering their effect on 
emission levels, as well as how likely it 
is someone will make such an adjust-
ment with in-use engines. 

(f) Stabilizing emission levels. Before 
you test production-line engines, you 
may operate the engine to stabilize the 
emission levels. Using good engineer-
ing judgment, operate your engines in 
a way that represents the way produc-
tion engines will be used. You may op-
erate each engine for no more than the 
greater of two periods: 

(1) 50 hours. 
(2) The number of hours you operated 

your emission-data engine for certi-
fying the engine family (see 40 CFR 
part 1065, subpart E). 

(g) Damage during shipment. If ship-
ping an engine to a remote facility for 
production-line testing makes nec-
essary an adjustment or repair, you 
must wait until after the initial emis-
sion test to do this work. We may 
waive this requirement if the test 
would be impossible or unsafe, or if it 
would permanently damage the engine. 
Report to us, in your written report 
under § 1068.450, all adjustments or re-
pairs you make on test engines before 
each test. 

(h) Shipping engines. If you need to 
ship engines to another facility for 
testing, make sure the test engines ar-
rive at the test facility within 24 hours 
after being selected. You may ask that 
we allow more time if you are unable 
to do this. 

(i) Retesting after invalid tests. You 
may retest an engine if you determine 
an emission test is invalid. Explain in 
your written report reasons for invali-
dating any test and the emission re-
sults from all tests. If you retest an en-
gine and, within ten days after testing, 
ask to substitute results of the new 
tests for the original ones, we will an-
swer within ten days after we receive 
your information. 

EFFECTIVE DATE NOTE: At 69 FR 39270, June 
29, 2004, § 1068.410 was amended by revising 
paragraphs (e)(1), (g), and (i), effective Aug. 
30, 2004. For the convenience of the user, the 
revised text is set forth as follows: 

§ 1068.410 How must I select and prepare 
my engines? 

* * * * * 

(e) * * * 
(1) We may adjust or require you to adjust 

idle speed outside the physically adjustable 
range as needed until the engine has sta-
bilized emission levels (see paragraph (f) of 
this section). We may ask you for informa-
tion needed to establish an alternate min-
imum idle speed. 

* * * * * 

(g) Damage during shipment. If shipping an 
engine to a remote facility for testing under 
a selective enforcement audit makes nec-
essary an adjustment or repair, you must 
wait until after the initial emission test to 
do this work. We may waive this require-
ment if the test would be impossible or un-
safe, or if it would permanently damage the 
engine. Report to us, in your written report 
under § 1068.450, all adjustments or repairs 
you make on test engines before each test. 

* * * * * 

(i) Retesting after invalid tests. You may 
retest an engine if you determine an emis-
sion test is invalid under the standard-set-
ting part. Explain in your written report rea-
sons for invalidating any test and the emis-
sion results from all tests. If you retest an 
engine and, within ten days after testing, 
ask to substitute results of the new tests for 
the original ones, we will answer within ten 
days after we receive your information. 

§ 1068.415 How do I test my engines? 
(a) Use the test procedures specified 

in the standard-setting part for show-
ing that your engines meet emission 
standards. The test order will give fur-
ther testing instructions. 

(b) If no test cells are available at a 
given facility, you may make alternate 
testing arrangements with our ap-
proval. 

(c) Test at least two engines in each 
24-hour period (including void tests). 
However, if your projected U.S. 
nonroad engine sales within the engine 
family are less than 7,500 for the year, 
you may test a minimum of one engine 
per 24-hour period. If you request and 
justify it, we may approve a lower test-
ing rate. 

(d) Accumulate service on test en-
gines at a minimum rate of 6 hours per 
engine during each 24-hour period. The 
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